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3 / 8 " Stem Mounting
Note:
Contractor to attach hanger bracket
to structure  of suitable strength to
support fixture.

Screws by others

Screws by others

Hanger Bracket

Hanger Bracket

Hanger

End Section

Mid Section

Joiner Bracket

Joiner Bracket

Fixture Body

Locking Screw  &
Wedge Bracket

Electrical Quick Connect

Starter Section

JOINT DETAIL APPLICABLE TO
CONTINUOUS ROWS ONLY.

Aircraft cable

18-4 ST W White Power Cord
(supplied 930mm [36.9" ] long)

Adjustable Cable Holder
(– 150mm [6.0"]  )

127mm [5.0" ] Dia Canopy (painted white)

127mm [5.0" ] Dia Canopy (painted white)

10mm [3/8" ] Dia Stem (painted white)

Octagon Box
(by others)

Octagon Box
(by others)

480mm [18.9" ]
to top of fixture

480mm [18.9" ]
to top of fixture

Aircraft Cable
Note:
Contractor to attach hanger bracket
to structure  of suitable strength to
support fixture.

Installation Instructions

Note:
same detail (less power cord) applicable
at non-power suspension points.

Note: any change to cable or the removal of
crimps, transfers liability from Metalumen Mfg.
to the contractor making the alterations.

CAUTION:
DO NOT PRE ASSEMBLE
FIXTURE RUNS ON FLOOR.

1- Install hangers into body section as required.

2- Suspend starter section.

3- Suspend end of next section and slide joiner bracket into
notches of previous section.
Note: the electrical contacts will be made automatically.

4- While holding sections together tighten locking screws
until sections are snugly joined.
Note: do not over tighten.

5- repeat above steps to complete run.

6- Install lamps.

7- Make electrical supply connections.

Note: only notes 1, 2, 6 & 7 applicable to standalone fixtures.
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